
牙科数字化，您还在等待？

新一代口内真彩扫描仪

便携牙模扫描仪便携牙模扫描仪便携牙模扫描仪
ARTISAN

宁波频泰光电科技有限公司

无需喷粉 | 真彩色| 新外观
速度快 | 精度高

新一代口内真彩扫描仪
PANDA

手持设计，真彩3D数字化技术，一切尽在您自己
掌握! 适用单牙，全牙列，种植基台， 并真正实
现印模扫描，解决部分病人对口内扫描的不适应，
STL文件输出，无缝对接ExoCAD*等专业修复，
正畸等牙科软件。搭配笔记本电脑和我司标准
扫描软件，可以 实现一机多诊所，随时随地 扫描
数据精确度高， 真实还原基牙的细节 效果，
颈缘线清晰。

新型外观设计 <
无需喷粉，舒适就诊 <

真彩显示，更多细节捕捉 <
便携设计，标配高强度便携箱 <

易学易用，操作简单 <
适用场合广泛： <

 正畸扫描设计
牙冠/牙桥

 桩核
种植基台

种植桥/种植杆
贴面/嵌体

 ...

精度小于20微米 <
随机赠送扫描软件* <

STL格式输出，适配第三方设计软件 <
选配笔记本电脑 <
选配移动工作台 <
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电源
AC/DC 适配器

接口
USB3.0

使用温度
0°C - 50°C
相对湿度≤80% 

储存温度
-10°C -65°C
相对湿度 ≤90% 

精度
<20μm

输出格式
STL | PTY

工作距离
0 - 15mm

> 价格实惠，适用诊所和技工所
> 便携设计，搭配高强度工程ABS箱
> 易学易用，操作方便
> 适用范围广泛：
   牙模
   印模
   种植基台
   桩核
   牙桥牙冠
   正畸

> STL输出格式，适配第三方设计软件
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Digital Dentistry, You’re Still Waiting?!

New Introral Scanner

Portable Scanner
ARTISAN

Powder-Free | True Color | New Shape
High Speed | High Accuracy

New Introral Scanner
PANDA

New and fasionable design <
Powder-free, comfortable experience <

True color display, more details <
Portable design with suitcase <

Easy to handle and operate <
A wide range of applications: <

 Orthodontics design
Crowns and bridges

 Post and core
 Implant abutment

Implant bridges and bars
 Veneers, inlays and onlays

 ...
High accuracy <

Smile design developing <
Scanning software included <

STL output for any open softwares <
Optional laptop <

Optional cart with touch screen <Optional cart with touch screen <
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Power
AC/DC Adaptor

Interface
USB3.0

Operating Temp.
0°C - 50°C
Relative Humidity ≤80% 

Storage Temp.
-10°C -65°C
Relative Humidity ≤90%  

Accuracy
<20μm

Output
STL | PTY

Working Distance
0 - 15mm

Power
AC/DC Adaptor

Interface
USB3.0

Operating Temp.
0°C - 50°C
Relative Humidity ≤80% 

Storage Temp.
-10°C -65°C
Relative Humidity ≤90%

Accuracy
<20μm

Output
STL | PTY

Working Distance
0 - 15mm

> Affordable price for everyone
> Suitable for both clinics and labs
> Portable design with suitcase
> Easy to handle and operate
> Real 3D color digital technology
> Applicable for:
   Intraoral Scanning
   Impression
   Implant Abutment
   Post and Core
   Crowns and Bridges
   Orthodontics Planning
   ...
> High accuracy with more details
> The preparation line obstained clearly
> Scanning software included
> STL output for any open softwares
> Optional laptop
> Optional cart with touch screen

Digital Dentistry, You’re Still Waiting?!




